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Portable 406 SAR Decoder

12-406-7
 Instantaneous 406 MHz detection 

 and decoding
 Fully portable
 Self contained
 Full daylight readability NVG option
 Six hours battery life before re-charge

The need to detect and locate downed aircrew has always existed. 
Accurately pin-pointing both aircraft and crew can sometimes 
necessitate a lengthy search scenario. With the increased 
population of 406 MHz beacons worldwide, including those with 
embedded GPS, there exists a requirement for land or airborne 
search and rescue (SAR) forces to e� ect immediate rescue of their 
resources.

The Techtest 12-406-7 has been speci� cally designed to detect, 
locate and verify any 406 MHz beacon including ELT or CPI/ADELT 
and EPIRBs.

The unit is a self-contained battery portable unit, encompassing 
a complete 406 MHz decoder, display and portable antenna. 
Housed within a ruggedised travelling case of a size suitable for 
lap top operation, the unit will receive and decode all types of 
search and rescue (SAR) 406 MHz messages.

Continuous monitoring of 406 MHz frequencies and display 
of beacon hexadecimal codes; and in the event of beacon 
incorporating GPS, the decoder will display the applicable lat/
long co-ordinates. The unit will display up to a minimum of 
ten individual beacon codes, including ID numbers, on an LCD 
graphic display, black and white VGA, to enable rescue services to 
allocate resources accordingly.
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Specifi cation
Electrical Specifi cation
Lighting Display backlighting

Display Black and white ¼ VGA

Mains charging IEC 220-240 Volts

Connector Type
Internal battery supply 12V

Antenna 406MHz portable dipole 

Receiver Sensitivity -83dBm

RF Connector  BNC (Female)

Mechanical Specifi cation
Dimensions (closed) 361×290×165mm  (14.2×11.4×6.5 inches)

Weight 6.0kg nominal

Frequency of Operation
Decoding 406.025, 406.028 MHz


